
150mm Trimoterm FTV horizontal
cladding system -  U-value 0.27 W/m2k

8.525 Top of Plinth

Concrete ground bearing slab to S.E. detail

King span kooltherm K118 52.5mm insulated
plasterboard on dabs with joints taped and filled
- U-value 0.43 W/m2K

100mm square edge MDF skirting board

Profile of intermediate column

8.550 Cladding SOP

*Varies external ground level

Waterproof precast
concrete edge beam

50mm secondary framing zone

GRID

8.350 FFL

1.1

2.2

1200 gauge reinforced DPM with joints lapped

Concrete ground bearing slab to S.E. detail

20mm perimeter isolation joint

Cill flashing

Mill finished aluminium angle protection trim

Mineral wool insulation packed
behind intermediate steel column

Waterproof precast
concrete edge beam

Joint between edge beams to
be sealed using appropriate
waterproof flexible joint sealant
Colour - Portland Grey

Mill finished aluminium angle
protection trim above skirting

Square edge MDF skirting board

Rollashield SD sectional goods door

Armourjoint concrete formwork
system installed around sectional
door openings to tie internal and
external concrete slabs

Internal concrete slab to S.E. detail

Profile of return flashing to sectional door

1200 gauge reinforced DPM installed
between joint in concrete slabs

Insulation thickness TBC following SBEM report

External concrete slab to S.E. detail

Nominal 5mm step between
external and internal concrete slabs

150mm Trimoterm FTV horizontal
cladding system -  U-value 0.27 W/m2k

Mill finished aluminium angle protection trim

Cill flashing

King span kooltherm K118 52.5mm insulated
plasterboard notched around column and
tightly fitted to secondary steelwork

Square edge MDF skirting board

2.2 Typical Plinth Section - 1:2.5

1.1 Typical Plinth Section - 1:2.5

Typical Plinth Arrangement - 1:2.5

Goods Door Section  - 1:2.5
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