
Jamb and head flashing to be finished 
in RAL7016 Anthracite to cladding 
subcontractor's details  

Cill flashing finished in Albatross to 
cladding subcontractor's details

Proprietary glazing system finished in 
RAL 7016 Anthracite outer and 'white' inner to 
subcontractor's design

High performance UPVC toughened double 
glazed units :-
• centre point u-value of 1.0W/m2K 
• 0.6 min. G factor for solar control

Fixing detail, weathering and air 
sealing against cladding to glazing 
subcontractor's design and details
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+13.550 head S.O.

+12.550 cill S.O.

Top hung openable window 
with restrictor stays

2448 Structural Opening

EQ EQ

Level 00

8350

T/S Plinth

8525
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1.0m Clear Width
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+8.350 T/S Plinth Cutout

Flashing at openings (finished in 
Albatross) to cladding subcontractor's 
details 

Fixing detail, weathering and air sealing 
against precast concrete plinth to glazing 
subcontractor's design and details

Cill flashing to glazing subcontractor's 
design and details to suit external paving 
level with FFL

DDA compliant low profile door 
threshold to cladding 
subcontractor's details 

Precast concrete plinth

Proprietary glazing system finished in RAL 7016 
Anthracite outer and 'white' inner to subcontractor's 
design

High performance toughened double glazed units :-
• centre point u-value of 1.0W/m2K 
• 0.6 min. G factor for solar control

Fixing detail, weathering and air 
sealing against cladding to glazing 
subcontractor's design and details

2448 Structural Opening

Goods door

Entrance glazing

High level glazing

Level 00

8350

T/S Plinth

8525

Insulated flashings to goods door 
aperture finished in Albatross 

Precast concrete plinth

+12.550 goods door S.O.
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5mm step down from FFL due to 
stepped Armourjoint detail

5

Rollashield SD sectional door finished 
in Merlin Grey and 'Std White ' inner -
fixed directly to hot rolled secondary 
steel frame, comprising:-

• standard lift overhead tracks
• manual operation
• padlockable shoot bolts 
• overall u-value of 0.9 W/m2K

3000 Between PFC jambs

2950 Daylight opening
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Notes

Scaled dimension are not to be used for construction

Contractor to check all dimensions and report omissions and errors to the Architect 

Forum Architecture Ltd

Studio 52, Basepoint

Andersons Road

Southampton, Hampshire

SO14 5FE

tel: 023 8068 2095   

DRAWING TITLE 

CLIENT 

PROJECT 

DRAWING STATUS 

REVISIONPROJECT | ORIGINATOR | ZONE | LEVEL | TYPE | ROLE | CLASSIFICATION | NUMBER

www.forumarchitecture.co.uk

DWN BY

CHK BY

ORIGINATOR No. 

SCALE

A5 : FOR CONSTRUCTION

FORUM
a r c h i t e c t u r e

C1

1 : 20@A1

HERMES Glazing and Goods Door
Elevations

Knights Brown Construction Ltd

Daedalus Park
Site B (North and South)

DPSB−FORUM−HE−ZZ−DR−A−XXXX−6200

AMC

MGB

18013

1 : 20

Glazing Type 2HL - 2-Bay High Level Glazing (left hand opening)

1 : 20

Glazing Type 2EL - 2-Bay Entrance Glazing (left hand opening)

Typical Entrance Glazing & Goods Door Arrangement

1 : 20

Goods Door Elevation

Glazing Schedule

Glazing Ref. Glazing Type Description

W01 Type 2EL 2-bay entrance glazing (left side opening)

W01A Type 2HL 2-bay high level glazing (left side opening)

W02 Type 2ER 2-bay entrance glazing (right side opening)

W02A Type 2HR 2-bay high level glazing (right side opening)

W03 Type 2EL 2-bay entrance glazing (left side opening)

W03A Type 2HL 2-bay high level glazing (left side opening)

W04 Type 2ER 2-bay entrance glazing (right side opening)

W04A Type 2HR 2-bay high level glazing (right side opening)

W05 Type 2EL 2-bay entrance glazing (left side opening)

W05A Type 2HL 2-bay high level glazing (left side opening)

W06 Type 2ER 2-bay entrance glazing (right side opening)

W06A Type 2HR 2-bay high level glazing (right side opening)

W07 Type 2EL 2-bay entrance glazing (left side opening)

W07A Type 2HL 2-bay high level glazing (left side opening)

W08 Type 2ER 2-bay entrance glazing (right side opening)

W08A Type 2HR 2-bay high level glazing (right side opening)

W09 Type 2EL 2-bay entrance glazing (left side opening)

W09A Type 2HL 2-bay high level glazing (left side opening)

W10 Type 2ER 2-bay entrance glazing (right side opening)

W10A Type 2HR 2-bay high level glazing (right side opening)

W11 Type 2EL 2-bay entrance glazing (left side opening)

W11A Type 2HL 2-bay high level glazing (left side opening)

W12 Type 2ER 2-bay entrance glazing (right side opening)

W12A Type 2HR 2-bay high level glazing (right side opening)

NOTE:- Glazing Type 2ER is handed (right hand opening - not shown)

NOTE:- Glazing Type 2HR is handed (right hand opening - not shown)

STATUS REV DATE DESCRIPTION

S1 P5 15/08/2018 First Issue

S1 P6 27/09/2018 Glazing updated inline with suppliers / subcontractor details /

colours added

A5 C1 29/10/2018 CONSTRUCTION ISSUE


